
Ignition-Resistant Construction Requirements for Mobilehome Parks  
and Special Occupancy Parks After January 21, 2009. 

 
 

MH-Unit and Commercial Modular Installations in Mobilehome Parks 
 

§ 1322. MH Units Installed in Fire Hazard Severity Zones. 
 

(a) MH-units and commercial modulars installed in parks in any Fire Hazard Severity Zone 
designated in Title 25, Division 1, Chapter 3, Subchapter 2, Article 2.3 commencing with section 
4200(a) and (b), shall comply with the exterior ignition-resistant construction system 
requirements of Title 25, Division 1, Chapter 3, Subchapter 2, Article 2.3. 

(b) MH-units installed outside of parks in High Fire Hazard Severity Zones shall comply with 
the exterior ignition-resistant construction requirements of subsection (a) and the applicable 
vegetation clearance provisions of section 4291 of the Public Resource Code and section 51182 
of the Government Code. 
 
AUTHORITY: Sections 18300 and 18691, Health and Safety Code.  Reference: Section 18691, Health 
and Safety Code; Chapter 3, Article 2.3, California Code of Regulations; Section 4291, Public Resources 
Code; and Section 51182, Government Code. 

 
 

Accessory Buildings and Structures in Mobilehome Parks 
 

§ 1426. Accessory Buildings or Structures and Building Components Installed in 
Fire Hazard Severity Zones. 

 
(a) Accessory buildings or structures or building components constructed or installed in parks 

in a State Responsibility Area Fire Hazard Severity Zone or a local Very-High Fire Hazard 
Severity Zone, as indicated on the California Department of Forestry and Fire Protection's Fire 
Hazard Severity Zone Maps, shall comply with the Standards of Quality as defined in section 
703A and the Materials, Systems, and Methods of Construction as defined in the section 704A 
of the California Building Code, Title 24, Part 2, Chapter 7A. 

(b) Accessory buildings or structures or building components constructed or installed outside 
of parks in a State Responsibility Area Fire Hazard Severity Zone, a local Very-High Fire Hazard 
Severity Zone, or a local Wildland-Urban Interface Fire Area shall comply with the provisions of 
the California Building Code, Title 24, Part 2, Chapter 7A. 
 
AUTHORITY: Sections 18300 and 18691, Health and Safety Code.  Reference: Section 18691, Health 
and Safety Code. 

 
 

Camping Cabins Installed in Special Occupancy Parks 
 
§ 2327. Camping Cabins. 

 
(a) Camping cabin design, construction and installation shall comply with the requirements 

specified in sections 18862.5 and 18871.11 of the Health and Safety Code. 
(b) Camping cabins shall meet the roof live load requirements for accessory structures in 

accordance with section 2433 of this chapter.  



(c) All sleeping rooms shall have smoke alarms installed in accordance with Section 310.9 
907.2.10.1.1 of the California Building Code. Alarms may be battery powered only when 
electrical service is not supplied to the cabin. 

(d) Camping cabins shall not exceed four hundred (400) square feet as measured by the 
camping cabin’s footprint, to include built-in porches or stairways contained within the original 
cabin footprint. 

(e) When a camping cabin is required to meet accessibility requirements, it shall comply with 
the requirements specified in Chapter 11B of the California Building Code for parking, path of 
travel and access up to the camping cabin. 

(f) A camping cabin shall be readily relocatable. 
(g) Accessory structures for camping cabins shall comply with provisions of section 2422 of 

this chapter. 
(h) Fuel burning heating or cooking appliances shall not be operated in a camping cabin. 
(i) No plumbing of any kind shall be installed in a camping cabin. 
(j) Camping cabins installed in a State Responsibility Area Fire Hazard Severity Zone or a 

local Very-High Fire Hazard Severity Zone as indicated on the California Department of Forestry 
and Fire Protection’s Fire Hazard Severity Zone Maps shall comply with the materials, systems, 
and methods of construction as defined in the California Building Code, Title 24, Part 2, Chapter 
7A. 

 
AUTHORITY: Section 18865, Health and Safety Code.  Reference: Sections 18862.5, 18871.11, and 
18873.5 Health and Safety Code. 

 
 

Accessory Buildings and Structures in Special Occupancy Parks 
 

§ 2426. Accessory Buildings or Structures and Building Components Installed in 
Fire Hazard Severity Zones. 

 
(a) Accessory buildings or structures or building components constructed or installed in parks 

in a State Responsibility Area Fire Hazard Severity Zone or a local Very-High Fire Hazard 
Severity Zone as indicated on the California Department of Forestry and Fire Protection’s Fire 
Hazard Severity Zone Maps, shall comply with the Standards of Quality as defined in section 
703A and the Materials, Systems, and Methods of Construction as defined in the section 704A 
of the California Building Code, Title 24, Part 2, Chapter 7A.   

(b) Accessory buildings or structures or building components constructed or installed outside 
of parks in a State Responsibility Area Fire Hazard Severity Zone, a local Very-High Fire Hazard 
Severity Zone, or a local Wildland-Urban Interface Fire Area shall comply with the provisions of 
the California Building Code, Title 24, Part 2, Chapter 7A.   
 
AUTHORITY: Sections 18865 and 18873.5, Health and Safety Code.  Reference: Section 18873.5 
Health and Safety Code. 


